FHW¥A STATE FED, AYD SHEEY YOTAL
PROPOSED SIGNAL EXISTING SIGNALS EXISTING SIGNS NEMA PHASING e ikt o sErs
N p R 10-12 R4-TR M4-5 M3-2 M3-2 M3-2 Wl-6 3 MD
12 12 36"X42" 24 x 30° 242" 24 12" 24"x12" 24"x12" a8 x 24"
LEFT TURN 10 EAST WEST WEST
0 YIELD U Mi-4 MI-6 Mi-4 MI-6 4
- o ' ON GREEN 24'24' 24*x24* 24'x24" ‘ 24'x24"
® ' —~—— WD 2l MD 22 IS ASSUMED TO RUN
(5) 292 29 IN A EAST / WEST DIRECTION
3 1:2, 57 8 Bk ' a FLASHING
e M6-1 M6-3 - M6-1 M6-1 M6 @ OPERATION
011 24"12* 215" 24'x12* 24'x12" 24'xi2*
(12°XVAR) = {} — <= —
¥ BGAE
ﬁ BEL AR 4 9 10 8 19 | @ 132301
7 R3-7 i . - | :
, | | | o , : | g6 PHASING NOTES:
. = _ : - 1. PHASES ASSOCIATED BY A SOLID LINE WILL
R | - ¢ | - |- o NOT OPERATE CONCURRENTLY. |
x , ' : ' o - ‘ 2. PHASES ASSOCIATED BY A DASHED LINE SHALL
' \ ) _ _ OPERATE CONCURRENTLY. .
_ \ | o |
o 28 (/j |
- = (D) /
S Q 3 (- <
. ¥ Sy o ' ‘ _ :
Y ] _ <
MD 22 (ABERDEEN THRUW N | 1 =< ]
— — — ,-' : . 8 -
5 S / | A\
> | 5 / i - | < >1
- - 2 g g — | \ I
: g g ] / £ | N, — ]
- - / “—F f & p-oy S
N i — / s / L ,
@ ﬁsrf/ / @ @
B o R ABERDEEN HRUWAY)
E 3 & E : / Su— ﬁ_
, B e TG
— MD 22
CONSTRUCTION DETAILS )
A. Use existing handhole. Maintain existing loop detector wire aﬁd re-splice +o
proposed 2 conductor aluminum shielded cablé. ' \
8. Rebui ld existing handhoie. Maintain exisfgng loop detector and re—splice to m
proposed 2 conductor aluminum shieided cable. Install grounding terminal and ™~
bonding and bushing.
C. Use existing handhole.
D. Use existing conduit. . -
E. Cap and abandon existing conduit. , ’ ) GENERAL NOTES
F. Remove and salvage existing pole mounted controller and cabinet. ‘ ' : o 1. CONTRACTOR MUST TRENCH AND INSTALL ALL CONDUITS
' PRIOR TO POURING CONCRETE UNLESS IT IS NOTED
G. Install 2 in. schedule 80 PVC electrical conduit - trenched. ~ ON THE PLANS OTHERWISE.
H. Install 3 in. PVC schedule 80 electrical conduit — slotted. | 2. 'D.0.7 INDICATES DELAY OUTPUT LOOP DETECTOR.
J.  Install 3 in. schedule 80 PVC electrical conduit - pushed/bored. | "
K. Rewire existing signal head. _ |
L. Install electrical handhole.
M. Install a base mounted controiler and cabinet (size 6) with new control and
distribution equipment as shown. (Note: Two — 4 in. PVC scheduie 80, two 2 in v
PVC schedule 80 bend.) ‘
N Install 4 in. schedule 80 PVC electrical conduits — trenched. REVISIONS ._ | _ ' ‘
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4 4 SEVER MAIN - o . | | [ [ T 1 < TRAFFIC ENGINEERING DESIGN DIVISION
g g Q Instal | proposed traffic signal onto existing mast arm. | : <§? N
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N ' ELECTRIC CABLES )
: AERIAL CABLES .
: 8C BURIED CABLE .
: 5 — — STORM DRAIN wood pole /- for proposed telephone line.
| FO — FIBER OPTIC T Install 2 in. schedule 80 PVC eléc+ri¢o! conduit - trenched.
:_ GEOMETRIC LEGEND | | - , | ‘ , |
- X - — u. Install conduit riser on BGAE 132301 for power service wire. _
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